
2120

IP40 FIII

Downlights

For l ight ing data and product d imensions p lease refer  to the legend at  page 179.

PICTOR      90 - 10 W
Driver Tension: 110 - 220  

vf 28 if 350 mA  
CSL

24 v DC - 5 W CLL

ACOR  Ø  90 - 10 W
Driver Tension: 110 - 220  

vf 28 if 350 mA  
CSL

24 v DC - 5 W CLL

PICTOR

INTERIOR
DOWNLIGHT
AISI 316L S.STEEL

Ceiling recessed LED downlight 
with symmetrical light distribution 
on a flood beam.
A sanded glass diffuser ensures a 
uniform light distribution.
Low installation depth required. 
Square frame.

Body: AISI 316L Stainless Steel
Frame: AISI 316L Stainless Steel
Protective glass: SANDED GLASS
Color temperature: 2700 K - 3000 K

Note : Driver not included. CSL

ACOR

INTERIOR
DOWNLIGHT
AISI 316L S.STEEL

Ceiling recessed LED downlight 
with symmetrical light distribution 
on a flood beam.
A sanded glass diffuser ensures a 
uniform light distribution.
Low installation depth required.
Round frame.

Body: AISI 316L Stainless Steel
Frame: AISI 316L Stainless Steel
Protective glass: SANDED GLASS
Color temperature: 2700 K - 3000 K

Note : Driver not included. CSL
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T E C H N I C A L  S P E C I F I C AT I O N S   /   O R D E R  C O D E S T E C H N I C A L  S P E C I F I C AT I O N S   /   O R D E R  C O D E S

PICTOR  DownliGht - 10w - VF 28 V Dc iF 350 mA / 5 w - 24 V Dc

moDel speciFics:

Model Code: BeaM:luMen: lM/W: CRI:

20piCTo01 41°716 81 80

* add the vaRIaBle Codes to the IteM MasteR Code.

Beam 41° amplitude diagram:

1013 lux Ø 0,76 mt

254 lux Ø 1,51 mt

112 lux Ø 2,27 mt
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PHOTOMETRIC CURVE AMPLITUDE DIAGRAM

NOTE:

lux

253,25 lux

112,56

COLOR TEMPERATURE 3265

AMPLITUDE CORNER 41 LUMEN 716 lm

IMAX = 1013 DIAMETERS: 0,76 1,51 2,27

EFFICIENCY 81,01 lm/W

690

90 0,45 1,80 0,00 0,00 0,00

RELATIVE LUMINOUS FLUX
85 0,75 3,00 0,00 0,00 0,00 0,5 90°
80 1,45 5,80 0,03 0,01 0,00
75 2,65 10,60 0,18 0,05 0,02 0,5 25 825

VF= 19 0,5
70 3,95 15,80 0,63 0,16 0,07
65 5,73 22,90 1,73 0,43 0,19

TYPICAL LUMINOUS FLUX

50 14,35 57,40 15,24 3,81 1,69
LED

60 7,85 31,40 3,93 0,98 0,44 PANB-13FVL-B6CO-NO
55 10,45 41,80 7,89 1,97 0,88

35 46,20 184,80 101,58 25,39 11,29
GLASS

45 20,48 81,90 28,96 7,24 3,22 TYPE: Sabbiato un lato
40 30,13 120,50 54,17 13,54 6,02

TYPE: PICTOR 90 
30 69,80 279,20 181,35 45,34 20,15 FINISHING:

25 98,50 394,00 293,31 73,33 32,59
Met. Bugnata Fine

15 165,38 661,50 596,16 149,04 66,24
20 131,10 524,40 435,13 108,78 48,35 REFLECTOR

VOLT AMPÈRE WATT
10 204,20 816,80 780,14 195,03 86,68 17,67
5 238,75 955,00 944,14 236,03 104,90

0,5 8,8

253,25 1013,00 1.013,00 253,25 112,56 ELECTRICAL TEST VALUES
(degree) E (lx) I(cd) = (E)x4 1m 2m 3m

CANTALUPI LIGHTING srl
PHOTOMETRIC TEST

lux

1,51

2,27

0,761013

ITEM: PICTOR 90  CSL 10W 3000°K CRI 80 DATA: 8 April 2014

CORNER ILLUMINATION LUMINOUS INT. ILLUMINATION - E₀ (lx) OPERATOR A.F.
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90 x 90mm / 3.54 x 3.54in

Ø 85mm / 3.35in

53
m

m
 / 

2.
09

in

Variable proDuct coDes:

PoWeR suPPly: ColoR teMPeRatuRe: FInIshes:

Code: n (vF 28 iF 350 - CsL) 

Code: d (24 v dC - CLL)

Code: 2 (2700 kelvin)

Code: 3 (3000 kelvin)

Code: ss (s/steel aisi 316L)

Code: La (Lacquered raL 9010)

* Lumen & Lux FLow Data ReLative to CSL veRSion LeD CRi 80 / 3000 K

IP40 fIII5W
CLL

10W
CSL

ACOR   DownliGht - 10w - VF 28 V Dc iF 350 mA / 5 w - 24 V Dc

moDel speciFics:

Model Code: BeaM:luMen: lM/W: CRI:

20aCor01 51°696 77 80

* add the vaRIaBle Codes to the IteM MasteR Code.

Ø 74mm / 2.91in

Ø 90mm / 3.54in

52
m

m
 / 

2.
05

in

IF=

IF= T= lm=

IF= T= lm=

°K

°

mt

mt

mt

PHOTOMETRIC CURVE AMPLITUDE DIAGRAM

NOTE:

lux

261.75 lux

116.33

COLOR TEMPERATURE 3029

AMPLITUDE CORNER 43 LUMEN 668 lm

IMAX = 1047 DIAMETERS: 0.80 1.59 2.39

EFFICIENCY 72.10 lm/W

824

90 0.43 1.70 0.00 0.00 0.00

RELATIVE LUMINOUS FLUX
85 0.88 3.50 0.00 0.00 0.00 500 90°C
80 1.00 4.00 0.02 0.01 0.00
75 1.18 4.70 0.08 0.02 0.01 500 25°C 1030

VF= 19.2 500
70 1.58 6.30 0.25 0.06 0.03
65 2.03 8.10 0.61 0.15 0.07

TYPICAL LUMINOUS FLUX

50 3.85 15.40 4.09 1.02 0.45
LED

60 2.30 9.20 1.15 0.29 0.13 PROLIGHT (PA69-10FWL-B00N) WARM

55 2.85 11.40 2.15 0.54 0.24

35 51.60 206.40 113.45 28.36 12.61
GLASS

45 5.85 23.40 8.27 2.07 0.92 TYPE: CHIARO
40 19.90 79.60 35.78 8.95 3.98

TYPE: SUSY 90 CUSTOM
30 81.18 324.70 210.90 52.72 23.43 FINISHING:

25 110.78 443.10 329.86 82.46 36.65
LUCIDA

15 171.45 685.80 618.06 154.51 68.67
20 141.50 566.00 469.65 117.41 52.18 REFLECTOR

VOLT AMPÈRE WATT
10 211.50 846.00 808.02 202.01 89.78 18.9
5 248.75 995.00 983.68 245.92 109.30

0.49 9.3

261.75 1047.00 1.047.00 261.75 116.33 ELECTRICAL TEST VALUES
(degree) E (lx) I(cd) = (E)x4 1m 2m 3m

CANTALUPI LIGHTING srl
PHOTOMETRIC TEST

lux

1.59

2.39

0.801047

ITEM: SUSY 90 OR CSL (PROLIGHT) DATA: 20 May 2013

CORNER ILLUMINATION LUMINOUS INT. ILLUMINATION - E₀ (lx) OPERATOR O.O.
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Beam 51° amplitude diagram:

700 lux Ø 0.96 mt

175 lux Ø 1.91 mt

Ø 1.91 mt 78 lux

Variable proDuct coDes:

PoWeR suPPly: ColoR teMPeRatuRe: FInIshes:

Code: n (vF 28 iF 350 - CsL) 

Code: d (24 v dC - CLL)

Code: 2 (2700 kelvin)

Code: 3 (3000 kelvin)

Code: ss (s/steel aisi 316L)

Code: La (Lacquered raL 9010)

* Lumen & Lux FLow Data ReLative to CSL veRSion LeD CRi 80 / 3000 K

IP40 fIII5W
CLL

10W
CSL

REX  DownliGht - 12w - VF 34 V Dc iF 350 mA

moDel speciFics:

Model Code: BeaM:luMen: lM/W: CRI:

20reX01 46°927 73 80

* add the vaRIaBle Codes to the IteM MasteR Code.

Beam 46° amplitude diagram:

1560 lux Ø 0,85 mt

390 lux Ø 1,70 mt

174 lux Ø 2,55 mt

10° 20° 30° 40°

50°
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70°

80°

1800144010807203600
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CANTALUPI LIGHTING srl
PHOTOMETRIC TEST

lux

1,70

2,55

0,851560

ITEM: REX CSL 13W 3000°K CRI 80 DATA: 7 April 2014

CORNER ILLUMINATION LUMINOUS INT. ILLUMINATION - E₀ (lx) OPERATOR A.F.

0 390,00 1560,00 1.560,00 390,00 173,33 ELECTRICAL TEST VALUES
(degree) E (lx) I(cd) = (E)x4 1m 2m 3m

VOLT AMPÈRE WATT
10 338,75 1355,00 1.294,18 323,54 143,80 18,34
5 376,25 1505,00 1.487,88 371,97 165,32

0,7 12,8
15 284,25 1137,00 1.024,69 256,17 113,85
20 228,25 913,00 757,58 189,39 84,18 REFLECTOR

TYPE:  REX
30 114,60 458,40 297,74 74,43 33,08 FINISHING:

25 173,63 694,50 517,01 129,25 57,45
Met. Bugnata Fine

35 41,78 167,10 91,85 22,96 10,21
GLASS

45 4,45 17,80 6,29 1,57 0,70 TYPE: lucido
40 7,88 31,50 14,16 3,54 1,57

50 2,65 10,60 2,82 0,70 0,31
LED

60 2,43 9,70 1,21 0,30 0,13 PANB-13FVL-B6CO-NO
55 1,65 6,60 1,25 0,31 0,14

VF= 19 0,7
70 0,63 2,50 0,10 0,03 0,01
65 0,68 2,70 0,20 0,05 0,02

TYPICAL LUMINOUS FLUX
75 0,58 2,30 0,04 0,01 0,00 0,7 25 1310

1087

90 0,45 1,80 0,00 0,00 0,00

RELATIVE LUMINOUS FLUX
85 0,48 1,90 0,00 0,00 0,00 0,7 90°
80 0,55 2,20 0,01 0,00 0,00

COLOR TEMPERATURE 3320

AMPLITUDE CORNER 46 LUMEN 927 lm

IMAX = 1560 DIAMETERS: 0,85 1,70 2,55

EFFICIENCY 72,23 lm/W

PHOTOMETRIC CURVE AMPLITUDE DIAGRAM

NOTE:

lux

390 lux

173,33
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Variable proDuct coDes:

PoWeR suPPly: ColoR teMPeRatuRe: FInIshes:

Code: n (vF 34 iF 350 - CsL) Code: 2 (2700 kelvin)

Code: 3 (3000 kelvin)

Code: Ch (Chrome)

Code: La (Lacquered raL 9010)

* Lumen & Lux FLow Data ReLative to CSL veRSion LeD CRi 80 / 3000 K

IP40 fIII12W
CSL

GAVI  DownliGht - 10w - VF 28 V Dc iF 350 mA

Beam 47° amplitude diagram:

862 lux Ø 0,88 mt

215 lux Ø 1,65 mt

96 lux Ø 2,63 mt
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PHOTOMETRIC CURVE AMPLITUDE DIAGRAM

NOTE:

lux

215,5 lux

95,78

COLOR TEMPERATURE 3150

AMPLITUDE CORNER 47 LUMEN 755 lm

IMAX = 862 DIAMETERS: 0,88 1,75 2,63

EFFICIENCY 83,11 lm/W

795

90 0,30 1,20 0,00 0,00 0,00

RELATIVE LUMINOUS FLUX
85 0,50 2,00 0,00 0,00 0,00 0,5 80
80 0,60 2,40 0,01 0,00 0,00
75 1,90 7,60 0,13 0,03 0,01 0,5 25 972

VF= 19 0,5
70 3,33 13,30 0,53 0,13 0,06
65 5,30 21,20 1,60 0,40 0,18

TYPICAL LUMINOUS FLUX

50 18,68 74,70 19,84 4,96 2,20
LED

60 8,58 34,30 4,29 1,07 0,48 P.Light PANB-13FVL-B6CP-NO
55 12,60 50,40 9,51 2,38 1,06

35 57,63 230,50 126,70 31,67 14,08
GLASS

45 28,63 114,50 40,48 10,12 4,50 TYPE: SABB: UN LATO
40 42,25 169,00 75,97 18,99 8,44

TYPE: 308 GAVI
30 76,65 306,60 199,14 49,79 22,13 FINISHING:

25 100,30 401,20 298,67 74,67 33,19
LUCIDA

15 158,83 635,30 572,55 143,14 63,62
20 127,88 511,50 424,43 106,11 47,16 REFLECTOR

VOLT AMPÈRE WATT
10 187,83 751,30 717,58 179,39 79,73 18,17
5 208,25 833,00 823,53 205,88 91,50

0,5 9,1

215,50 862,00 862,00 215,50 95,78 ELECTRICAL TEST VALUES
(degree) E (lx) I(cd) = (E)x4 1m 2m 3m

CANTALUPI LIGHTING srl
PHOTOMETRIC TEST

lux

1,75

2,63

0,88862

ITEM: MONO 10 W CSL DATA: 27 March 2014

CORNER ILLUMINATION LUMINOUS INT. ILLUMINATION - E₀ (lx) OPERATOR A.F.
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moDel speciFics:

Model Code: BeaM:luMen: lM/W: CRI:

20gavi01 47°755 83 80

* add the vaRIaBle Codes to the IteM MasteR Code.

65
m

m
 / 

2.
56

in

91 x 91mm / 3.58 x 3.58in

Variable proDuct coDes:

PoWeR suPPly: ColoR teMPeRatuRe: FInIshes:

Code: n (vF 28 iF 350 - CsL) Code: 2 (2700 kelvin)

Code: 3 (3000 kelvin)

Code: Ch (Chrome)

Code: La (Lacquered raL 9010)

* Lumen & Lux FLow Data ReLative to CSL veRSion LeD CRi 80 / 3000 K

IP20 fIII10W
CSL

GAVI D   DownliGht - 2 x 10w - VF 28 V Dc iF 350 mA

65
m

m
 / 

2.
56

in

178 x 91mm / 7 x 3.58in

moDel speciFics:

Model Code: BeaM:luMen: lM/W: CRI:

20gavid01 47°2x755 2 x 83 80

* add the vaRIaBle Codes to the IteM MasteR Code.

Beam 47° amplitude diagram:

862 lux Ø 0,88 mt

215 lux Ø 1,65 mt

96 lux Ø 2,63 mt

10° 20° 30° 40°

50°

60°

70°

80°

10008006004002000

1000

800

600

400
l (cd)

200

0

IF=

IF= T= lm=

IF= T= lm=

°K

°

mt

mt

mt

PHOTOMETRIC CURVE AMPLITUDE DIAGRAM

NOTE:

lux

215,5 lux

95,78

COLOR TEMPERATURE 3150

AMPLITUDE CORNER 47 LUMEN 755 lm

IMAX = 862 DIAMETERS: 0,88 1,75 2,63

EFFICIENCY 83,11 lm/W

795

90 0,30 1,20 0,00 0,00 0,00

RELATIVE LUMINOUS FLUX
85 0,50 2,00 0,00 0,00 0,00 0,5 80
80 0,60 2,40 0,01 0,00 0,00
75 1,90 7,60 0,13 0,03 0,01 0,5 25 972

VF= 19 0,5
70 3,33 13,30 0,53 0,13 0,06
65 5,30 21,20 1,60 0,40 0,18

TYPICAL LUMINOUS FLUX

50 18,68 74,70 19,84 4,96 2,20
LED

60 8,58 34,30 4,29 1,07 0,48 P.Light PANB-13FVL-B6CP-NO
55 12,60 50,40 9,51 2,38 1,06

35 57,63 230,50 126,70 31,67 14,08
GLASS

45 28,63 114,50 40,48 10,12 4,50 TYPE: SABB: UN LATO
40 42,25 169,00 75,97 18,99 8,44

TYPE: 308 GAVI
30 76,65 306,60 199,14 49,79 22,13 FINISHING:

25 100,30 401,20 298,67 74,67 33,19
LUCIDA

15 158,83 635,30 572,55 143,14 63,62
20 127,88 511,50 424,43 106,11 47,16 REFLECTOR

VOLT AMPÈRE WATT
10 187,83 751,30 717,58 179,39 79,73 18,17
5 208,25 833,00 823,53 205,88 91,50

0,5 9,1

215,50 862,00 862,00 215,50 95,78 ELECTRICAL TEST VALUES
(degree) E (lx) I(cd) = (E)x4 1m 2m 3m

CANTALUPI LIGHTING srl
PHOTOMETRIC TEST

lux

1,75

2,63

0,88862

ITEM: MONO 10 W CSL DATA: 27 March 2014

CORNER ILLUMINATION LUMINOUS INT. ILLUMINATION - E₀ (lx) OPERATOR A.F.
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x 2

Variable proDuct coDes:

PoWeR suPPly: ColoR teMPeRatuRe: FInIshes:

Code: n (vF 28 iF 350 - CsL) Code: 2 (2700 kelvin)

Code: 3 (3000 kelvin)

Code: Ch (Chrome)

Code: La (Lacquered raL 9010)

* Lumen & Lux FLow Data ReLative to CSL veRSion LeD CRi 80 / 3000 K

IP20 fIII20W
CSL

GAVI T  DownliGht - 3 x 10w - VF 28 V Dc iF 350 mA

265 x 91mm / 10.43 x 3.58in

65
m

m
 / 

2.
56

in

moDel speciFics:

Model Code: BeaM:luMen: lM/W: CRI:

20gaviT01 47°3x755 3 x 83 80

* add the vaRIaBle Codes to the IteM MasteR Code.

Beam 47° amplitude diagram:

862 lux Ø 0,88 mt

215 lux Ø 1,65 mt

96 lux Ø 2,63 mt
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PHOTOMETRIC CURVE AMPLITUDE DIAGRAM

NOTE:

lux

215,5 lux

95,78

COLOR TEMPERATURE 3150

AMPLITUDE CORNER 47 LUMEN 755 lm

IMAX = 862 DIAMETERS: 0,88 1,75 2,63

EFFICIENCY 83,11 lm/W

795

90 0,30 1,20 0,00 0,00 0,00

RELATIVE LUMINOUS FLUX
85 0,50 2,00 0,00 0,00 0,00 0,5 80
80 0,60 2,40 0,01 0,00 0,00
75 1,90 7,60 0,13 0,03 0,01 0,5 25 972

VF= 19 0,5
70 3,33 13,30 0,53 0,13 0,06
65 5,30 21,20 1,60 0,40 0,18

TYPICAL LUMINOUS FLUX

50 18,68 74,70 19,84 4,96 2,20
LED

60 8,58 34,30 4,29 1,07 0,48 P.Light PANB-13FVL-B6CP-NO
55 12,60 50,40 9,51 2,38 1,06

35 57,63 230,50 126,70 31,67 14,08
GLASS

45 28,63 114,50 40,48 10,12 4,50 TYPE: SABB: UN LATO
40 42,25 169,00 75,97 18,99 8,44

TYPE: 308 GAVI
30 76,65 306,60 199,14 49,79 22,13 FINISHING:

25 100,30 401,20 298,67 74,67 33,19
LUCIDA

15 158,83 635,30 572,55 143,14 63,62
20 127,88 511,50 424,43 106,11 47,16 REFLECTOR

VOLT AMPÈRE WATT
10 187,83 751,30 717,58 179,39 79,73 18,17
5 208,25 833,00 823,53 205,88 91,50

0,5 9,1

215,50 862,00 862,00 215,50 95,78 ELECTRICAL TEST VALUES
(degree) E (lx) I(cd) = (E)x4 1m 2m 3m

CANTALUPI LIGHTING srl
PHOTOMETRIC TEST

lux

1,75

2,63

0,88862

ITEM: MONO 10 W CSL DATA: 27 March 2014

CORNER ILLUMINATION LUMINOUS INT. ILLUMINATION - E₀ (lx) OPERATOR A.F.
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Variable proDuct coDes:

PoWeR suPPly: ColoR teMPeRatuRe: FInIshes:

Code: n (vF 28 iF 350 - CsL) Code: 2 (2700 kelvin)

Code: 3 (3000 kelvin)

Code: Ch (Chrome)

Code: La (Lacquered raL 9010)

* Lumen & Lux FLow Data ReLative to CSL veRSion LeD CRi 80 / 3000 K

IP20 fIII30W
CSL


