
Diffusore composto da un vetro esterno
in cristallo trasparente soffiato e un vetro
interno in borosilicato sabbiato. 
Montatura in metallo cromato.
Diffuser composed of two glasses clear
glass outside and frosted borosilicate
glass inside. Chromed metal fitting. 

Lolli / design Luca Ferretto

LOLLI S3D
3x40W G9 
alogena bispina
halogen bi-pin
cavo elettrico 200 cm
cables lenght 200 cm

LOLLI S6D 
6x40W G9 
alogena bispina
halogen bi-pin
cavo elettrico 200 cm
cables lenght 200 cm
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LOLLI S3L
3x40W G9 
alogena bispina
halogen bi-pin 

ø11
4 3/8”
• •

2
0
,5

8
”

•
•

100
39 3/8”

• •

m
in

 4
5

  
m

ax
 2

0
0

m
in

 1
7

 6
/8

” 
 m

ax
 8

6
 5

/8
”

•
•

36  Glass Contemporary 2010           37



Lolli / design Luca Ferretto

LOLLI S1
1x40W G9 
alogena bispina
halogen bi-pin 

LOLLI S1D
1x40W G9 
alogena bispina
halogen bi-pin
cavo elettrico 200 cm
cables lenght 200 cm

LOLLI S2D 
2x40W G9 
alogena bispina
halogen bi-pin
cavo elettrico 200 cm
cables lenght 200 cm

ø11
4 3/8”
• •

2
0
,5

8
”

•
•

2
0
,5

8
”

•
•

2
0
,5

8
”

•
•

ø11
4 3/8”
• • ø11

4 3/8”
• •

m
in

 4
5

  
m

ax
 2

2
0

m
in

 1
7

 6
/8

” 
 m

ax
 8

6
 5

/8
”

•
•

38  Glass Contemporary 2010           39


